
Kanal Instrument von FB Benötigt Monitor Monitor Mix
1 BD (Grenzfläche) Mikro InEar Mix 9-10
2 Snare Top Mikro (clip on) InEar Mix 9-10
3 Snare Bottom Mikro (clip on) InEar Mix 9-10
4 HiHat Mikro (Kond. 48V) Stativ m. kurzem Galgen InEar Mix 9-10
5 Floor-Tom Mikro (clip on) InEar Mix 9-10
6 Tom Left Mikro (clip on) InEar Mix 9-10
7 Tom Mid Mikro (clip on) InEar Mix 9-10
8 Tom Right Mikro (clip on) InEar Mix 9-10
9 Roto-Toms L Mikro (clip on) InEar Mix 9-10
10 Roto-Toms R Mikro (clip on) InEar Mix 9-10
11 OV L Mikro (Kond. 48V) Stativ m. Galgen InEar Mix 9-10
12 OV R Mikro (Kond. 48V) Stativ m. Galgen InEar Mix 9-10
13 Bass Stefan DI (Amp.) Floor Mix 2
14 E-Gitarre (L) Mikro Floor Mix 3
15 E-Git Gino (R) DI (Amp.) Floor Mix 4
16 Bell DI 
17 Ak-Gitarre aktiv DI (48V) Floor Mix 3
18 Ak-Git Gino aktiv DI (48V) Floor Mix 4
19 Sax Funk-Anlage, DI Floor Mix 1
20 Voc Bg L Mikro Stativ m. Galgen Floor Mix 7-8
21 Voc Bg M Mikro Stativ m. Galgen Floor Mix 7-8
22 Voc Bg R Mikro Stativ m. Galgen Floor Mix 7-8
23 Voc Stefan Mikro Stativ m. Galgen Floor Mix 2
24 Voc Micha Mikro + Stativ Floor Mix 1
25 = X1 Hammond L Leslie-Mikro Floor Mix 5-6      = X1 Out
26 = X2 Hammond R Leslie-Mikro Floor Mix 5-6      = X1 Out
27 = X3 Key L Direkt aus Submix Floor Mix 5-6      = X1 Out
28 = X4 Key R Direkt aus Submix Floor Mix 5-6      = X1 Out
29 = X5 ZBV: Sync, Klick etc. Floor an div. Mix
30 = X6 TalkBox (Git) Mikro Floor Mix 3
31 = X7 Video L (Stefan) DI aus USB-Box
32 = X8 Video R (Stefan) DI aus USB-Box

Kanalbelegung QU32 mit 2412 + Xpand 0804

Stativ mit Galgen
und Traverse


